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R-26 BLACK LUSTRE-CERAMICS

MaterialSafety Data Sheet

MSDS Code: HLG296

BLACK LUSTER 296

Revision date: 07/13/07

NFPAClassification:
Health:
Flammability:
Instability:
Special Hazards:

11/01/06 Date Printed:
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HMISClassification:
Health: 2 *

Flammability: 2
Physical Hazard: 0
Personal Protection: C
* Indicates possible chronic health effects.

1. CHEMICAL PRODUCT AND COMPANY IDENTIFICATION

Common Name:

Chemical Name:

Formula:

Product Use:

Supplier:

Not Applicable.

Chemical Mixture

Chemical Mixture

Decorating ceramics and glass.

BASF Catalysts LLC
100 Campus Drive
Florham Park, NJ 07932

For Chemical Emergency Call:
BASF Hotline: 1-800-832-HELP

CHEMTREC (24 hours):
1-800-424-9300 (US, Canada, Puerto Rico, Virgin Islands)

1-703-527-3887 (Outside Above Area)
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2. COMPOSITIONIINFORMATioN ON INGREDfENTS
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Other Information:
NOTE:The percentage byweightvalues reportedforthis productrepresent approximateformulationvalues.

3. HAZA~DS IDENTIFICATION

Emergency Overview:
Color:
Form:
Odor:
Flash Point, °C:

Red
Liquid
Solvent Odor
51

Most Important Hazards: Contains SUSPECT CANCER HAZARD.Risk of cancer depends on route, duration and
level of exposure. Irritatingto eyes, respiratory system and skin. May cause an allergic skin reaction. May cause
allergic respiratory reactions. Prolonged or repeated exposure effects: May cause central nervous system
depression. Symptoms include: nausea, drowsiness, dizziness, headache, weakness, tremors and loss of
consciousness. May cause liver and kidney damage. May affect the blood and blood system. Harmful if swallowed.
May cause irritationof the mouth, throat and stomach. May cause pain, nausea, vomiting and diarrhea. May cause
loss of consciousness. Aspiration(breathing)of vomitusinto lungsmayresult in pneumonitis.

Potential Health Effects:
Inhalation: Causes respiratory tract irritation. May cause central nervous system depression.

Symptoms include: nausea, drowsiness, dizziness, headache, weakness, tremors
and loss of consciousness. May cause allergic respiratory reaction.

Eye Contact:

May cause pain, nausea, vomiting and diarrhea. May cause central nervous system
depression. Symptoms include: nausea, drowsiness, dizziness, headache,
weakness, tremors and loss of consciousness.

May cause skin irritation. May cause an allergic skin reaction. NICKEL dermatitis,
referred to as "nickel itch", may include an itching or burning sensation followed by
the eruption of sores.

Causes eye irritation.

Ingestion:

Skin Contact:
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Ingredient Weight in Percent (%) Notes
CAS Number

Turpentine 15-25 None.
8006-64-2

MixedIronCarboxylate 5-10 None.

Terpineol 5-15 None.
8000-41-7

NickelCompoundsInsoluble 1-5 None.

Naphtha 1-5 None.

Cyclohexanone 1-5 None.
108-94-1

Metallo-OrganicBismuth 1-5 None.
Compounds

MineralSpirits 1-5 None.
8052-41-3

Rosin 5-15 None.
8050-09-7
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Other Effects: NOTE: Ingestion of the product may result in vomiting. Aspiration (breathing) of the
vomitus into the lungs must be avoided as even small quantities may result in
aspiration pneumonitis.

Carcinogenicity:

Notes:
IARC: Y1=Carcinogenic to humans; Y2A=Probably carcinogenic to humans; Y2B=Possibly carcinogenic to humans; N3=Not classifiable as to its
carcinogenicity; N=Not studied or probably not carcinogenic.
ACGIH: A1=Confirmed human carcinogen; A2=Suspected human carcinogen; A3=Confirmed animal carcinogen; A4=Not classifiable as a human
carcinogen; A5=Not suspected as a human carcinogen; N=Not studied.

The nickel compound in this product has not been specifically identified by NTP as a
possible carcinogen.

May affect the blood and blood system. May cause central nervous system effects.
May cause vomiting. May cause sensitization by inhalation and skin contact. May
cause liver and kidney damage.

Aggravated Medical Conditions: Eye ailments. Dermal ailments. Respiratory. Blood disorders. Kidney disorders. Liver
disorders.

Carcinogenicity:

Chronic Health Hazards:

4. FIRSTAID MEASURES

Inhalation: Move person to fresh air. Aid in breathing, if necessary, and get immediate medical
attention.

Ingestion: If swallowed, give at least 3-4 glasses of water, but do not induce vomiting. Do not
give anything by mouth to an unconscious or convulsing person. Get medical
attention. If vomiting occurs, keep head lower than hips to prevent aspiration.
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Ingredient Weight in NTP IARC OSHA ACGIH
CAS Number Percent (Y/N) (See Notes) (Y/N) (See Notes)

(%)
Turpentine 15-25 N N N A4
8006-64-2

MixedIron Carboxylate 5-10 N N N N

Terpineol 5-15 N N N N
8000-41-7

NickelCompoundsInsoluble 1-5 Y Y1 N A1

Naphtha 1-5 N N N N

Cyclohexanone 1-5 N N3 N A3
108-94-1

Metallo-OrganicBismuth 1-5 N N N N
Compounds

MineralSpirits 1-5 N N N N
8052-41-3

Rosin 5-15 N N N N
8050-09-7



BASF -The Chemical Company
MaterialSafetyDataSheet

MSDS code: HLG296
Revision date: 11/01/06

Skin Contact:

Eye Contact:

Flush area with water while removing contaminated clothing and shoes. Wash with
soap and water. Clean contaminated clothing and shoes before reuse. Get medical
attention if irritation persists.

In case of contact, or suspected contact, immediately flush eyes with plenty of water
for at least 15 minutes and get medical attention immediately after flushing.

5. FIRE FIGH.TING MEASURES

Flash Point, °C:
Autoignition Temperature, °C:
Lower Explosive Limit, %:
Upper Explosive Limit,%:

51
Not Determined
Not Determined
Not Determined

Extinguishing Media:

Fire Fighting Procedures:

Unusual Fire and Explosion
Hazards:

Water mist. Carbon dioxide. Dry chemical. Foam.

Positive pressure, self-contained breathing apparatus. Wear full protective clothing.

Combustible liquid. Toxic vapors are emitted in a fire condition.

ACCIDENT~L. RELEAsE MEASURES

Spill Procedures: Contain spillage. Soak up spill using an absorbent. Scoop into a suitable container.

7. HANDLING AND STORAGE.

Avoid contact with heat, sparks, open flame and static discharge.
Keep container closed.
Store in a cool, dry location away from incompatible materials.
Do not eat, drink or smoke when using.
Use only with adequate ventilation.
Do not inhale vapors.
Do not breathe mist.

Wash thoroughly after handling.

8. EXPOSURE CONTROLS/PERSONAL PROTECTION
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Unless otherwise noted, all values are reported as 8-hour Time-Weighted Averages (TWAs)and total dust (particulates
only). AllACGIHTLVs refer to the 2006 standards.Unlessotherwisenoted,all OSHAPELsrefer to 29 CFR Part 1910 Air
Contaminants: FinalRule,June 30, 1993.

NOTE: Ingredient(s) are in a liquid phase. Not all exposure values may be
applicable. Not expected to present an inhalation hazard.

Personal Protective Equipment: Safety glasses with side shields. Wear suitable gloves. Wear clean, body-covering
clothing.

PEL TLV'Notes:

Respiratory Protection: Use approved respiratory protection if exposure limits are exceeded, or
overexposure is likely.

General ventilation. Local exhaust ventilation is recommended to control exposures
to within applicable limits.

Ventilation:

9. PHYSICALANDCHEMICALPROPERTIES

Specific Gravity:
Solubility (in water):
pH:

Liquid
Red
SolventOdor

1.00g/cc
Insoluble

Form:
Color:
Odor:

10. STABIUTYAND REACTIVITY

Stability Data:

Conditions/Hazards to Avoid:

Stable

Avoid contact with heat, sparks, open flame, and static
discharge.

5/ 9

Ingredient Weight in OSHA PEL ACGIH TLV
CAS Number Percent

(%)
Turpentine 15-25 100 ppm 20 ppm Sensitizer
8006-64-2

Mixed Iron Carboxylate 5-10 None Established None Established

Terpineol 5-15 None Established None Established
8000-41-7

NickelCompounds Insoluble 1-5 1 mg/m3(as Ni) 0.2 mg/m3 (as Ni, inhalable
fraction)

Naphtha 1-5 None Established None Established

Cyclohexanone 1-5 50 ppm 20 ppm
108-94-1 50 ccm STEL SKIN

Metallo-Organic Bismuth 1-5 None Established None Established
Compounds

Mineral Spirits 1-5 100 ppm 100 ppm
8052-41-3

Rosin 5-15 None Established None Established
8050-09-7




